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C Electrical specifications

Nominal Voltage 12 V
Capacity 25°C to 1,8V/c 20 hour rate 0,8 Ah
10 hour rate 0,7 Ah
8 hour rate 0,6 Ah
3 hour rate 0,5 Ah
1 hour rate 0,4 Ah
Self discharge @ 25°c per month 25 -3 %
Internal Resistance fully charged approx 200 mQ
Maximum current @ 25°C charging 0,24 A
Maximum current @ 25°C discharging (5sec)5 A
Charge Voltage @25°Cc Float (-18mviec) 2,27 -2,29 V/Cell
Charge Voltage @25°Cc Cyclic (-3omvrrc)  2,41-2,48 V/Cell

C Innovative Features

Completely maintenance free, sealed construction
eliminates the need for adding water

Fully tank formed plates

Analytical grade electrolyte

Spill proof / leak proof

Valve regulated Max internal pressure 2,5 psi
Multi-position usage

ABS Case and cover (VO optional)

Low self discharge

FAA and IATA approved as non-hazardous

Built to comply with IEC 8962, DIN 43534, BS 6290
Pt4, Eurobat

~  Other specifications

Design Floating Life @ 20°c 3-5 Years

Dimensions  LxWxH (x 1mm) 96x25x62 mm
Total height 62 mm

Operating Temperature (storage) -20to +50 °C

Absorbent Glass Mat
Calcium / Tin lead alloy
ABS

Separator
Grid alloy

Case and cover

Electrolyte Sulphuric Acid
Terminal / Length cable w. connector AMP
Optional terminal types none
Torque setting none Nm
Weight 0,33 (¥5%) kg

8 Dimensions
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" Constant Amps Discharge - Amps at 25°C

ViCell 5m 10m 15m 20m 25m 30m 35m 40m 45m 50m
1,80 23 137 1,10 088 072 066 059 054 048 046
1,75 246 145 117 093 077 069 061 05 050 048
1,70 257 151 121 09 080 071 064 058 052 049
1,65 269 158 125 099 083 0,73 066 060 053 0,50
1,60 275 163 129 102 08 074 066 061 054 0,50

55m
0,43
0,44
0,45
0,46
0,47

60m
0,39
0,40
0,41
0,43
0,43

90m  2h 3h 4h 5h 6h 7h 8h 9h 10h  12h  20h
029 02 018 015 013 0,11 009 008 008 0,07 006 0,04
030 027 019 0,16 013 0,1 0,0 0,09 0,08 0,07 0,06 0,04
031 027 020 016 013 0,11 0,0 0,09 0,08 0,07 0,06 0,04
032 027 020 016 013 0,11 0,0 0,09 0,08 0,07 0,06 0,04
032 028 020 016 013 0,11 0,0 0,09 008 0,07 0,06 0,04

~ Constant Power Discharge - Watts per Block at 25°C

ViCell 5m 10m 15m 20m 25m 30m 35m 40m 45m 50m
1,80 241 145 11,8 943 7,74 717 638 590 527 5,02
1,75 258 153 125 100 8,18 743 660 610 546 519
1,70 268 159 129 104 856 759 689 625 561 528
1,65 280 166 133 10,7 885 781 703 650 575 537
1,60 285 170 137 109 908 79 706 653 584 543

55m
4,69
4,79
4,90
5,04
5,06

60m
4,35
4,46
4,54
4,67
4,70

90m  2h 3h 4h 5h 6h 7h 8h 9h 10h  12h  20h
327 292 215 1,73 148 126 1,10 098 089 084 0,75 047
337 299 220 1,78 153 128 112 1,00 092 085 0,77 048
344 302 222 178 153 129 113 1,01 092 085 0,77 048
356 303 223 180 154 129 113 1,02 093 086 0,77 048
35 305 223 180 154 130 114 102 093 086 077 049
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